
909
F O R M U L A

BIODEGRADABLE
ODORLESS

RINSES BETTER
GREATER COVERAGE RATES

(70-120 ft2/gallon)     

HIGH PERFORMANCE ECO-FRIENDLY PRODUCTS

SOY-BASED MASTIC
REMOVER

PRODUCT DESCRIPTION 

Sentinel Products, Inc
51 NE 77th Ave
Minneapolis MN 55432

   800-373-0633
www.senpro.com

APPEARANCE     CLEAR
APPROXIMATE BOILING POINT   400°F
ODOR      ODORLESS
SPECIFIC GRAVITY  (TEMP)   (60°F) .806
FLASHPOINT     >200°F . PMCC
VAPOR DENSITY (Air=1)    Heavier than Air

SPECIFICATIONS:

See reverse side for
Material Safety Data Sheet (MSDS)

Sentinel 909 Soybean Degreaser & Mastic Remover is a soybean-
based, biodegradable solvent cleaner, ideal for the removal of
asphalt-based mastics, adhesives, grease, lubricants, inks, and other
petroleum-based residues.  909 is a safe alternative to hazardous
and flammable solvents such as citrus, terpene, chlorinated and
petroleum.

DIRECTIONS FOR USE (For Floor Tile Mastic Removal): 
1.  If necessary, protect walls, drains, cracks and other flooring with an absorbent (rags, kitty litter, sawdust) to keep
     liquefied mastic contained.
2.  Apply enough 909 to the entire adhesive surface to completely penetrate all adhesive to be removed.  Allow
     909 to soak and penetrate the mastic for 40-60 minutes.
3.  Agitate the 909 into the adhesive with a stiff, short-bristled brush or coarse stripper pad.  Squeegee or scrape
     the softened or liquefied adhesive from the floor and absorb for disposal.
4.  If necessary, reapply 909 and repeat steps above.
5.  Wash and rinse floor with Envirowash 805 and water to ensure a clean surface.  Allow to dry completely.

*When determining VOC concentration in accordance

with the requirements set forth by the 

California Air Resource Board.

*C.A.R.B.
 COMPLIANT
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